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DS-6
Panel-mounted Call Station 19 Zoll

Overview

With 16 or 48 line keys
2 U / 4 U
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Established Neumann Elektronik quality

High speech intelligibility (12 kHz bandwidth)

Direct speech connections via key-controlled line selection

19 inch sheet steel housing with aluminium front panel

Backlit two-line LC display

Free key assignment as WL destination keys  
or for local functions

Slot for text memory

Low power input

Functions configurable through DS-6 / TIMM Config

Microphone surveillance

Interchangeable illuminated pushbuttons with LED signalling

USB stick optional. Includes standard tones and texts. It can 
also be loaded with customised announcement texts, or audio 
files, which can be played back at the touch of a button.

Integrated broadband loudspeaker, 8 Ω

Flexible gooseneck electret microphone (300mm)
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DS-6
Panelmounted Call Station 19 Zoll

Model overview

DS-6 Panelmounted Call Station 19 Zoll/  2 U
16 illuminated pushbuttons (destination keys)
Art.-No. 1 279 9

DS-6 Panelmounted Call Station 19 Zoll / 4 U
48 illuminated pushbuttons (destination keys)
Art.-No. 1 278 8
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The DS-6 19-inch built-in microphone unit allows direct voice connections with other microphone units, 
loudspeaker announcements and also the programming of local functions. 

It signals call and busy states on the buttons. A built-in display offers additional display options in plain text, 
e.g. date, time, own name, call destinations according to the keystroke.It is designed for installation in 19“ 
frames or cabinets according to DIN EN 60297-3-101, or IEC 60297-3. Of course, it can also be installed in 
control consoles. Depending on the version, the microphone unit has 16 or 48 line keys. 

Technically, it corresponds to the MTSD DS-6 desktop station (art. no. 1 045 0). 

A USB memory stick is available as an optional voice memory, which can be plugged into the circuit board 
inside the DS-6 19“ built-in station. This USB memory stick is available from Neumann Elektronik under item 
no. 21 4 1143 001 7 and contains standard tones and texts. It can additionally be loaded with customer-specific 
announcement texts, tone sequences or audio files, which can be played back at the touch of a button.

Mechanische Daten Housing dimensions  
(H x W x D)

width 19“, height 2 U, installation depth 220 mm 
(without plug-in connectors and clamps)

Weight approx. 2 kg / 5,3 kg

Housing colour Aluminium, grey

Technical data Number of network  
interfaces 2

Power supply via network connection 1: PoE acc. to IEEE 802.3af 
via AC adapter: 24V DC -10/+15%  
centralised power supply: 48V-10/+15%

Network connection  
(IP hardware)

100-BASE-T Autonegotiation
Ethernet acc. to IEEE 802.3u (100M/bit/s)

Power consumption 5 W

Maximum power  
consumption 10 W

Frequency range 100Hz...12kHz

Transmission protocol Neumann-DS-6 protocol

Environmental data Permissible 
Temperature range 0...+50C°

Protection class IP20 according to DIN EN 60529
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Zubehör Art.-Nr. Artikel Beschreibung

21 3 1831 155 0 Button cap ABS plastic, colour: sky blue (RAL 5015)

21 3 1831 156 1 Button cap ABS plastic, colour: yellow (RAL 1021)

21 3 1831 157 2 Button cap ABS plastic, colour: fire red (RAL 3000)

21 3 1831 158 3 Button cap ABS plastic, colour: yellow green (RAL 6018)

21 3 1831 159 4 Button cap ABS plastic, colour: turquoise blue (RAL 5018)

21 3 1831 160 6 Button cap ABS plastic, colour: signal black (RAL 9004)

21 2 1831 121 2 Plexiglass cover for key cap PC plastic, colour: crystal clear

21 4 3403 034 4 Windscreen For MTS microphone

22 9 0601 850 3 Key cover For alarm buttons (set of 5)

21 4 1516 014 5 Labelling sheet Blank paper sheet, printable

5 096 0 TIMM Config For the configuration 
of TIMM systems & DS-6 files

21 4 1143 001 7 USB Memory Stick Includes standard tones and texts. It can additio-
nally be loaded with customised announcement 
texts, tone sequences or audio files, which can 
be played back at the touch of a button.
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TIMM ComServer
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1) : various models; product numbers 
depending on individual requirements.

COM

HD
HD

WEB Server

Config / state

SNMP / MIB

Com Server Application

Gateway Application

Speechbox*

SIP-Trunk*

Phone Server*

MODBUS / TCP-IP*

CANopen*

CANopen

NIS

Configuration 
&

Monitoring

I/O Modul

5 067 8

5 065 6

5 034 2

5 068 9

3 373 6

3 358 9

4 475 0

VoIP MODBUS
TCP-IP

Remote
Access

Crane Call Station 1 156 3

MTSD Desktop 
Call Station

1 045 0

WFD IP 
Weatherproof 
Call Station 

1 5XX X1

WFD IP 
Weatherproof 
Call Station 
Compact

1 87X X1

MTSD IP42 
Desktop 
Call Station

1 0854

Call Station 
19 Zoll 
(rack mounting) 

1 278 8

1 279 9

PC Call Station
„all-in-one“

1 296 8

Built-in Call Station 
(panel assemblies) 1 28X X1

SOS INFO

SOS INFO

SOS INFO

TIMM SMART

and / or

and / or

and / or

PA Control II 3 343 3

and / or

PA Control I 3 342 2

Analogue Adapter 
8 Fold

PACE EN 54-16

3 331 0

3 344 4 

and / or

Plug-in unit
analog

2 390 4

Uk0 II Adapter 3 334 3DS-6
Uk0 Adapter
3 334 3

DS-6 
PA-Control I
3 342 2

PACE-VE
EN 54-16
3 344 4

DS-6 
PA-Control II
3 343 3

DS-6
Analog-Adapter
3 331 0



1) different models; 
product numbers according 
to individual requirements
2) optional

Bass Treble

Fault Clip

SignalOn

Channel B

VolumeBass Treble

Fault Clip

SignalOn

Channel A

Volume

DC

Power

On

Bass Treble

Fault Clip

SignalOn

Channel B

VolumeBass Treble

Fault Clip

SignalOn

Channel A

Volume

DC

Power

On

PC Call Station
„all-in-one“

1 296 8

Built-in Call Station 
(panel assemblies)

1 29X X1

MTSD IP42
Desktop Call Station

1 085 4

Call Station 19 Zoll 
(rack mounting) 

1 27X X1

Crane Call Station

1 156 3

N

N

N

WFD IP 
Weatherproof 

Call Station Compact

1 87X X1

WFD IP Weatherproof 
Call Station

1 573 6

PA Control II
3 343 3

PA Control II
3 343 3

Amplifier

LK1 - LK6 LK1 - LK6

4 1XX X1

Amplifier

4 1XX X1

Amplifier 4 x 150W

4 175 7

Analogue Adapter 8 fold

3 331 0

Diffuse emitter

4 805 7

Diffuse emitter

4 805 7

Plug-in unit
2 390 4

WFAK Analogue 
Call Station Compact

with
WFAK additional housing

1 9XX X1

LK1 - LK42) LK1 - LK42)

Amplifier
50Watt

4 150 0

Amplifier
100 Watt

4 160 1

WFD Weatherproof Call Station Uk0 
with additional housing 

1 59X X1

1 6XX X1

WFD EXPROOF
Call Station Uk0

1 5XX X1

MTSD
Desktop Call Station Uk0 

1 84X X1

Uk0 II Adapter 8 fold

3 334 3

LK1 - LK4

Uk0
Uk0

Uk0

Third-Part 
Hardware

MTSD 
Desktop Call Station

1 045 0

WL 1 Watt
Universal amplifier

 1 841 4

MTSA Analogue 
Multifunctional 

Desktop Call Station
1 75X X1

UHF (Ultra High Frequency)

or

WFA Weatherproof 
Analogue Call Station

1 5XX X1

Auxiliary amplifier
 25 W
1 570 3

WFA EXPROOF
Weatherproof Analogue Call Station

1 5XX X1

Auxiliary amplifier
 25 W
1 570 3

Auxiliary amplifier 
25 W
1 570 3

Auxiliary amplifier
 25 W
1 570 3

I/O Modul
4 475 0

Amplifier
4 x 150 W
4 175 7

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

Auxiliary amplifier
 25 W
1 570 3

DS-6 
PA-Control II
3 343 3

DS-6 
PA-Control II
3 343 3



CANopen

MODBUS
TCP-IP

SOS INFO

SOS INFO

SOS INFO

PC Call Station
„all-in-one“

1 296 8

Tunnel horn / boundary horn speaker
4 76X X

Voice alarm center unit
PACE-VA, EN54-16

3 344 4

Desktop Call Station PACE-CSTP
DIN EN 54-16, Touch screen

1 357 6

Desktop Call Station PACE-CS20
DIN EN 54-16, 20 Keys

1 355 4

Tunnel horn / boundary horn speaker
4 76X X

MTSD 
Desktop Call Station 

1 045 0

8 0XX X1

I/O Modul
4 475 0

I/O Modul

Emergency Call Station

8 0XX X1

Emergency call and 
information pillar

4 475 0

1-n

1-n
1-n

1-n
Analogue Adapter 8 fold

3 331 0

SOS

N

1) different models; product numbers according to individual requirements

Control center
(OMC)

Key

PowerStatusKey

Key

Track 1

Track 2

Track 3

Track 4

Track 5

Track 6

Track 7

Track 8

All-Clear
Acoustic Off

Foot Chain
Shop 1

Shop 2
Shop 3

Alarm

Station EntryHall

PowerStatusKey

DS-6
Analog-Adapter
3 331 0
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Neumann Elektronik GmbH

Lahnstrasse 31-33
45478 Mülheim an der Ruhr
Germany

info@neumann-elektronik.com
www.neumann-elektronik.com


