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Ceiling-mounted loudspeaker 
Overview

6 W / 100V
100
Volt
technology Superb 

transmission
High-performance 
wide belt system
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Patented installation system

High-performance broadband system

Metal design

Quick mounting via stainless steel springs

Excellent music and speech reproduction

Customer-specific lacquering freely selectable

Certified according to EN 54-24

Supplied with firedome

Established Neumann Elektronik quality



4 797 7 Ceiling mounting loudspeaker  6 W / 100V
Edition 01-2020 / Page 3 
© Neumann Elektronik GmbH Ver. 02.01.21 17:30

The in-ceiling loudspeaker is equipped with a 200mm high performance broadband system. Due to its 
outstanding speech intelligibility, it is ideally suited for use in communication, public address or evacuation 
systems with 100V technology. 

The loudspeaker is characterised by excellent music reproduction and clear syllable comprehension.

The loudspeaker with white painted perforated metal cover is suitable for installation in ceilings of all 
materials. Due to the patented installation system, the speaker can be installed in a few seconds with the help 
of stainless steel springs.

Mechanical data Ceiling cut-out Ø 230 mm

Weight 1,5 kg

Housing colour pure white (RAL 9010) or freely selectable

Dimensions Ø 252 x 105 mm

Connection 4-pole ceramic terminal

Electrical data Nominal power 6 W /100 V

Transformer adjustment 
(100 V) 6; 3; 1,5 W

Impedance 1667 Ω

Transmission range 
(-10 dB) 70 Hz bis 19 kHz

Average sound pressure
(1 W / 1 m) 98 dB

Maximum sound pressure
(1 m) 106 dB

Sound pressure 
EN  (1 W / 4 m) 81 dB

Maximum sound pressure 
EN (4 m) 90 dB

Transmission angle 
500 / 1000 / 2000 / 4000 Hz 180° / 180° / 90 / 49°



1-n

1-n

IP network

TIMM ComServer

Control centre

Telephone
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1) : various models; product numbers 
depending on individual requirements.

COM
HD

HD

WEB Server

Config / state

SNMP / MIB

Com Server Application

Gateway Application

Speechbox*

SIP-Trunk*

Phone Server*

MODBUS / TCP-IP*

CANopen*

CANopen

NIS

Configuration 
&

Monitoring

I/O Modul

5 067 8

5 065 6

5 034 2

5 068 9

3 373 6
3 358 9

4 475 0

VoIP MODBUS
TCP-IP

Remote
Access

Crane call station 1 156 3

MTSD Call station 1 045 0

WFD IP
Call station 1 5XX X1

WFD IP Compact
call station

1 87X X1

MTSD IP42 
Call station 1 0854

Intercom 
call station
(rack-mounted)

1 278 8

1 279 9

PC Call station
„all-in-one“

1 296 8

Call station 
(panel-mounted) 1 28X X1

SOS INFO

SOS INFO

SOS INFO

TIMM SMART

and / or

and / or

and / or

PA Control II 3 343 3

and / or

PA Control I 3 342 2

Analog adapter x8

PACE EN 54-16

3 331 0

3 344 4 

and / or

Plug-in unit
analog

2 390 4

Uk0 II Adapter 3 334 3DS-6
Uk0 Adapter
3 334 3

DS-6 
PA-Control I
3 342 2

PACE-VE
EN 54-16
3 344 4

DS-6 
PA-Control II
3 343 3

DS-6
Analog-Adapter
3 331 0



1) different models; 
product numbers according 
to individual requirements
2) optional
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PC Call station
„all-in-one“

1 296 8

Built-in call station 
(panel assemblies)

1 29X X1

MTSD IP42
Call station

1 085 4

Rack mounting station 
19 Zoll

1 27X X1

Crane call station
1 156 3

N

N

N

WFD IP 
Weatherproof 

compact call station
1 87X X1

WFD IP Weatherproof 
intercom station

1 59X X1

1 681 6

PA Control II
3 343 3

PA Control II
3 343 3

Amplifier

LK1 - LK6 LK1 - LK6

4 1XX X1

Amplifier
4 1XX X1

Amplifier4 x 150W
4 175 7

Analogue adapter x8
3 331 0

Diffuse emitter
4 805 7

Diffuse emitter
4 805 7

Plug-in unit
2 390 4

WFAK Analogue 
call station compact

WFAK Additional housing
1 9XX X1

LK1 - LK42) LK1 - LK42)

Amplifier
50Watt

4 150 0

Amplifier
100 Watt

4 160 1

WFD Weatherproof call station 
with additional housing Uk0

1 59X X1

1 6XX X1

WFD-Ex
Explosion-proof call 

station Uk0

1 5XX X1

MTSD
Uk0 Call Station

1 84X X1

Uk0 II Adapter 8x
3 334 3

LK1 - LK4

Uk0 Uk0 Uk0

Third-Party 
Hardware

MTSD 
Call station

1 045 0

WL 1 Watt
Universal amplifier

 1 841 4

MTSA 
Call station

1 75X X1

UHF (Ultra High Frequency)

or

WFA 
Weatherproof call station

1 5XX X1

Auxiliary amplifier
 25 W
1 570 3

WFA 
Weatherproof call station

1 5XX X1

Auxiliary amplifier
 25 W
1 570 3

Auxiliary amplifier 
25 W
1 570 3

Auxiliary amplifier
 25 W
1 570 3

I/O Modul
4 475 0

Amplifier
4 x 150 W
4 175 7

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0



CANopen

MODBUS
TCP-IP

SOS INFO

SOS INFO

SOS INFO

PC call station
„all-in-one“

1 296 8

tunnel horn/ boundary horn speaker
4 76X X

Voice alarm center unit
PACE-VA, EN54-16

3 344 4

Desktop call station PACE-CSTP
DIN EN 54-16, Touch screen

1 357 6

Desktop call station PACE-CS20
DIN EN 54-16, 20 Keys

1 355 4

tunnel horn/ boundary horn speaker
4 76X X

MTSD 
Desktop call station 

1 045 0

1 0XX X1

I/O Modul
4 475 0

I/O Modul

Emergency call station

4 475 0

1-n

1-n
1-n

1-n
Analogue adapter x8

3 331 0

SOS

N

1) different models; product numbers according to individual requirements

Control center
(OMC)

Key

PowerStatusKey

Key

Track 1
Track 2

Track 3
Track 4

Track 5
Track 6

Track 7
Track 8

All-Clear
Acoustic Off

Foot Chain
Shop 1

Shop 2
Shop 3

Alarm

Station EntryHall

PowerStatusKey

DS-6
Analog-Adapter
3 331 0
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Neumann Elektronik GmbH

Lahnstrasse 31-33
45478 Mülheim an der Ruhr
Germany

info@neumann-elektronik.com
www.neumann-elektronik.com


