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DS-6 Uk0-Adapter II
Overview

8 Ports for WFD Uk0 / WFD-Ex Uk0 / MTSD Uk0

DS-6
Analog-Adapter
3 331 0

TIMM
Server
4 009 2 

DS-6 
PA-Control I
3 342 2

DS-6 
PA-Control II
3 343 3

Amplifier
2 x 250 W
4 171 3

Amplifier
250 W
4 172 4

Amplifier
4 x 150 W
4 175 7

PACE-VE
EN 54-16
3 344 4

DS-6
Uk0 Adapter
3 334 3
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Can be operated in DS-6 network and TIMM

Two redundant 4-way switches to connect the 
8 Uk0 subscribers

IP-adapter for digital call stations

Fuse monitoring

Temperature monitoring

Watchdog

2 fault signal change-over contacts

Operating mode can be configured separately 
for each component port

Front panel contains 8x RJ45 LAN sockets, 
2x USB service sockets 
and 16x Uk0 status LEDs and 8x device status LEDs

Rear panel contains 8x RJ45 Uk0 sockets, 
2 fault indication contacts, 
9 fuses and the terminals for the power supply

Four Ethernet ports for redundant network 
configuration and redundant cascading of devices

Serverless operation even with cascaded setup (with 
up to 6 Uk0 adapters)

Up to 8 digital call stations without additional power supplywith 
cable lengths of up to 6 km using 2-wire technology

Established Neumann Elektronik quality
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The DS-6 Uk0-Adapter II serves as an adapter or interface for the connection of digital Uk0 stations to the 
decentralised communication system DS-6. A total of eight digital stations can be connected with cable 
lengths of up to 6 km without additional power supply. 

Two redundant 4-way switches are integrated in the DS-6 Uk0 adapter II to connect the eight Uk0 subscribers 
to the DS-6 network. The Uk0-Adapter II as a single device forms a small network node for eight digital Uk0-
subscribers without additional amplifiers. 

In addition, each switch has four Ethernet ports for redundant network construction and redundant cascading 
of the devices.

Physical data Dimensions 
(H x B x T) 43 x 483 x 284 mm

Weight approx. 3,5 kg

Mounting dimensions width: 19“,  height: 1HU
in conformity with DIN EN 60297
installation depth 
(housing without connectors): 284mm

Technical data

Environmental data

Operating voltage range 48 V -10%/+15% (optional 60 V -10% / +15%)

Power input for 48V DC 
without call station 
energizing current

ca. 300 mA

Number of Uk0 ports 8

Cable lengths max. 3km balanced line (shielded twisted pair) 
0,4 mm Ø
max. 5km balanced line (shielded twisted pair) 
0,6 mm Ø
max. 6km balanced line (shielded twisted pair) 
0,8 mm Ø
No terminal resistor required!

Frequency range 300 Hz…7 kHz

Line coding 2B1Q

Communication protocols Uk0: Neumann-WL protocol
IP: Neumann-DS-6 protocol

LAN interface 8 (redundant 2 x 4)

IP hardware interface LAN: 100-BASE-T Autonegotiation
Ethernet: Ethernet in conformity with IEEE 802.3u 
(100 Mbit/s)

Admissible temperature 
range +5°C ... +40°C

Protection class IP20 in conformity with DIN EN 60529



3 334 3 DS-6 Uk0-Adapter II-8 Ports
Edition 01-2020 / Page 4 
© Neumann Elektronik GmbH Ver. 31.12.20 17:38

Technical data and product information may vary or be changed without prior notice.

Accessories Art.-No. Article Description

21 9 3209 049 3 Stabilizer for 19“ devices Stabilizer in installation or pivoting frame for 
19“ devices

1 573 6 WFD Uk0 Weatherproof digital Uk0 IP call station

1 564 6 WFD EX Uk0 Weatherproof Uk0 digital call station
Ex-protected (WFD-EXPROOF)

1 84X X1 MTSD Uk0 Desktop call station Uk0

5 600 1 TIMM config TIMM Configuration Intercom Software

3 358 9 TIMM ComServer SMART TIMM SMART Server

1) : different models; product numbers according to individual requirements.



1-n

1-n

IP network

TIMM ComServer

Control centre

Telephone

Evacuation

Fire alarm system

Public address system

Industrial control

Process control

emergency call

Intercom

Radio

Personal radio

Video

Access control

Emergency exit control

Building services engineering



1) : various models; product numbers 
depending on individual requirements.

COM

HD
HD

WEB Server

Config / state

SNMP / MIB

Com Server Application

Gateway Application

Speechbox*

SIP-Trunk*

Phone Server*

MODBUS / TCP-IP*

CANopen*

CANopen

NIS

Configuration 
&

Monitoring

I/O Modul

5 067 8

5 065 6

5 034 2

5 068 9

3 373 6

3 358 9

4 475 0

VoIP MODBUS
TCP-IP

Remote
Access

Crane call station 1 156 3

MTSD Call station 1 045 0

WFD IP
Call station 1 5XX X1

WFD IP Compact
call station

1 87X X1

MTSD IP42 
Call station 1 0854

Intercom 
call station
(rack-mounted)

1 278 8

1 279 9

PC Call station
„all-in-one“

1 296 8

Call station 
(panel-mounted) 1 28X X1

SOS INFO

SOS INFO

SOS INFO

TIMM SMART

and / or

and / or

and / or

PA Control II 3 343 3

and / or

PA Control I 3 342 2

Analog adapter x8

PACE EN 54-16

3 331 0

3 344 4 

and / or

Plug-in unit
analog

2 390 4

Uk0 II Adapter 3 334 3DS-6
Uk0 Adapter
3 334 3

DS-6 
PA-Control I
3 342 2

PACE-VE
EN 54-16
3 344 4

DS-6 
PA-Control II
3 343 3

DS-6
Analog-Adapter
3 331 0



1) different models; 
product numbers according 
to individual requirements
2) optional

Bass Treble

Fault Clip

SignalOn

Channel B

VolumeBass Treble

Fault Clip

SignalOn

Channel A

Volume

DC

Power

On

Bass Treble

Fault Clip

SignalOn

Channel B

VolumeBass Treble

Fault Clip

SignalOn

Channel A

Volume

DC

Power

On

PC Call station
„all-in-one“

1 296 8

Built-in call station 
(panel assemblies)

1 29X X1

MTSD IP42
Call station

1 085 4

Rack mounting station 
19 Zoll

1 27X X1

Crane call station

1 156 3

N

N

N

WFD IP 
Weatherproof 

compact call station
1 87X X1

WFD IP Weatherproof 
intercom station

1 59X X1

1 681 6

PA Control II
3 343 3

PA Control II
3 343 3

Amplifier

LK1 - LK6 LK1 - LK6

4 1XX X1

Amplifier

4 1XX X1

Amplifier4 x 150W

4 175 7

Analogue adapter x8

3 331 0

Diffuse emitter

4 805 7

Diffuse emitter

4 805 7

Plug-in unit
2 390 4

WFAK Analogue 
call station compact

WFAK Additional housing

1 9XX X1

LK1 - LK42) LK1 - LK42)

Amplifier
50Watt

4 150 0

Amplifier
100 Watt

4 160 1

WFD Weatherproof call station 
with additional housing Uk0

1 59X X1

1 6XX X1

WFD-Ex
Explosion-proof call 

station Uk0

1 5XX X1

MTSD
Uk0 Call Station

1 84X X1

Uk0 II Adapter 8x

3 334 3

LK1 - LK4

Uk0
Uk0

Uk0

Third-Party 
Hardware

MTSD 
Call station

1 045 0

WL 1 Watt
Universal amplifier

 1 841 4

MTSA 
Call station

1 75X X1

UHF (Ultra High Frequency)

or

WFA 
Weatherproof call station

1 5XX X1

Auxiliary amplifier
 25 W
1 570 3

WFA 
Weatherproof call station

1 5XX X1

Auxiliary amplifier
 25 W
1 570 3

Auxiliary amplifier 
25 W
1 570 3

Auxiliary amplifier
 25 W
1 570 3

I/O Modul
4 475 0

Amplifier
4 x 150 W
4 175 7

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Uk0 Adapter
3 334 3

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0

DS-6
Analog-Adapter
3 331 0



CANopen

MODBUS
TCP-IP

SOS INFO

SOS INFO

SOS INFO

PC call station
„all-in-one“

1 296 8

tunnel horn/ boundary horn speaker
4 76X X

Voice alarm center unit
PACE-VA, EN54-16

3 344 4

Desktop call station PACE-CSTP
DIN EN 54-16, Touch screen

1 357 6

Desktop call station PACE-CS20
DIN EN 54-16, 20 Keys

1 355 4

tunnel horn/ boundary horn speaker
4 76X X

MTSD 
Desktop call station 

1 045 0

1 0XX X1

I/O Modul
4 475 0

I/O Modul

Emergency call station

4 475 0

1-n

1-n
1-n

1-n
Analogue adapter x8

3 331 0

SOS

N

1) different models; product numbers according to individual requirements

Control center
(OMC)

Key

PowerStatusKey

Key

Track 1

Track 2

Track 3

Track 4

Track 5

Track 6

Track 7

Track 8

All-Clear
Acoustic Off

Foot Chain
Shop 1

Shop 2
Shop 3

Alarm

Station EntryHall

PowerStatusKey

DS-6
Analog-Adapter
3 331 0
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Neumann Elektronik GmbH

Lahnstrasse 31-33
45478 Mülheim an der Ruhr
Germany

info@neumann-elektronik.com
www.neumann-elektronik.com


